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X-35 System Specifications

Roadway Cobra head with a type II or type III distribution with an adjustable photometric to suite location of the 
lamp in relation to the roadway or area to be illuminated.  Other fixtures available.  Independently tested for 
photometrics.

Powder coated high-pressure die cast aluminum with single action latch opening. 
GE Housing.Housing:

Dark Sky Compliant Cut-off optics with clear glass lens.  Optional protective vandal shield.
The X-35 is designed to minimize light pollution.  Optional drop lens available.

Lens:

Anodized specular aluminum hydroformed with up to 94% reflectivity coupled with segmented reflector.  An acid 
resistant Dacron polyester filter to seal the reflector enclosure and prevent migration of dust, particulate road 
grime, vehicular exhaust fumes, oil, etc. over time to degrade reflectivity.

Reflector:

Full color spectrum high intensity gas discharge lamping system producing 3,600 lumens at a color temperature 
of 4,700Bulb/lumens:

Ballast:

Many options: Four-bolt bracket, single bracket slip fitter, and other options available.Arm Mounting:

Shall be Deka / MK Battery Group 31 or Group 27 location dependent.  No maintenance sealed FAA approved VRLA 
gel/AGM battery.  Does not produce corrosive acid or explosive fumes exhibiting a wide temperature range from 
(-30 to (+ 50

Battery:

23-27 Volts DCNominal Primary Volatge:

System Mounting:

The X-35 is designed for ease of installation onto any standard 4" x 4” or 5" x 5" straight, square steel pole.
(Depending on mounting height required).  The installing contractor must determine pole foundation require-
ments, to meet wind loading and soil conditions in your area.

Installation:

Front opening enclosure to access breakers, controller, and testing button.  Pad-lockable hasp securely shuts door 
to the power and load center.Access:

Suggested annual cleaning of solar panel surface to remove pollen and dirt.
Annual maintenance is recommended to check battery voltage and clean terminals.Maintenance:

ETL Listed - 3090547, Conforms to UL STD 1598, Certified to CAN/CSA C22.2 No. 250.0
Independently tested in laboratories for photometrics.Certifications:

Enclosure:

Aluminum and Stainless Steel. Vented to meet National Electrical Code and to maintain stable internal 
temperature. Completely Powder Coated for extreme environmental conditions. Enclosure offers a 
stainless steel pad-lockable hasp to prevent unauthorized tampering or vandalism. Pre-wired components 
and isolation breakers for all electrical components. Rubber matting for battery compartment bottom. 
Walls contain extruded insulation.

24 Volt, SC Solar Proprietary, Fully potted, water resistant electronic ballast. To be able to withstand & 
function at (minus) -30 to 85 degrees centigrade/system’s operating range.

Type:

Weight of the battery enclosure mounts anywhere on the pole, up to 25 feet from luminaire. The solar array is 
mounted on the top of pole preventing vandalism. The system mounts on a 4" x 4" or 5" x 5", 7 gauge straight 
square steel pole. The system weight is designed to integrate with the center of gravity of the pole.
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